Crane Aerospace & Electronics Microwave Solutions

DIRECTIONAL COUPLER - CSM-10-1.5G SQ

TECHNICAL FEATURE

FEATURES
» Space Qualified
* 1-2GHz -
hd Merrimac
West Caldwell, NJ FSCM 12457
PERFORMANCE DESCRIPTION
Frequency Range..........ccccviieiiiiiiiicceiieeee 1.0-2.0 GHz The CSM-10-1.5G SQ Directional Coupler covers 1-2 GHz
(070101 o] 19T TSRS 10+ 1.25dB with a stripline design. This offers low transmission loss and
Insertion Loss 0.2 dB max execllent VSWR. This unit has been diesgned, manufactured
PSCTIOn OS8 .23 o . and qualified per Merrimac document CENG-0001, “Standard
IFECHVILY ... min. Design Requirements for Space Qualified Devices”.
VSEWR . 1.1:1 max.
Frequency Sensitivity ........c.ccceeviiiniiceiieee +0.75 dB max.
CW Power Rating Main Line............ccccceevveennne 10 W maax.

PACKAGE OUTLINE
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WOTES:
1, TOLERAKCE OM 3 PLACE DECIMALS 2,020 [ Simen]
EXCEPT AS ROTED,
2. MAX, ¥ LARGEST DMENSION ALLOWED.
I DIMEMSIONS=INCHES [mm]
4, METRIC EQUIVALENTS ARE TO THE MEAREST Olmm.
5 WEGHT: 127 O [38g) MAx
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