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CIVIL AVIATION ADMINISTRATION OF CHINA (CAAC)
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MAINTENANCE ORGANIZATION CERTIFICATE

%4i5/MNo. F00100091

B4 F / NAME OF ORGANIZATION :
ELDEC Aerospace Corporation
B {7 Mkt /BUSINESS ADDRESS:

16700 13th Avenue West Lynnwood Washington 98037 USA

gwidr, ZRMTETERRAMZMES 145 HEIEOR, 7T RLNFAN T 250 i 40 THE:
Upon finding that the organization complies with the requirements of CHINA CIVIL AVIATION
REGULATION(CCAR) Part 145, the above organization is adequate to accomplish maintenance

of the following ratings:

Component Maintenance
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This certificate, unless cancelled, suspended, or revoked, shall continue in effect until:

2024-06-30

JRE$#/FOR THE ADMINISTRATOR OF CAAC

A =F/SIGNATURE:

~
XUE Shijun %\'ﬁg‘

HH 45 /POSITION:

Deputy Director General of FSD
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CIVIL AVIATION ADMINISTRATION OF CHINA (CAAC)
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LIMITATION OF MAINTENANCE ITEMS

PR % /LIMITATION:

%55 __FO0100091 ST iERTHI M8 3 5l R 40 F b sRIm H -

Location and items set forth on Maintenance Organization Certificate No. F00100091

is/are limited to the following:

LOCATION: Lynnwood, Washington

Inspection, Repair, Overhaul and Modification of the following Components:
Electrical Power (ATA-24): Limit to 2400 Electrical Power System; 2430 DC Generating System;
2432 Battery/Charger System; 2433 DC Rectifier/Converter; 2460 DC Power Distribution System.
Flight Controls (ATA-27): Limit to 2700 Flight Control System; 2781 Leading Edge Slat Position
Indicating System.
Instruments (ATA-31): Limit to 3100 Indicating/Recording System; 3170 Automatic Data.
Landing Gear (ATA-32): Limit to 3200 Landing Gear System; 3230 Landing Gear
Retraction/Extension System; 3240 Landing Gear Brake System; 3246 Wheel/Ski/Float.
Lights (ATA-33): Limit to 3300 Lighting System.
Doors (ATA-52): Limit to 5270 Door Warning System.
Engine Fuel and Control (ATA-73): Limit to 7300 Engine Fuel and Control; 7330 Engine Fuel
Indicating System; 7331 Fuel Flow Indicating; 7333 Fuel Flow Sensor; 7334 Fuel Pressure Sensors;.
Engine Indicating (ATA-77): Limit to 7700 Engine Indicating System; 7740 Engine Integrated
Instrument System.
Engine Exhaust (ATA-78): Limit to 7800 Engine Exhaust System; 7830 Engine Thrust Reverser.
Engine Qil (ATA-79): Limit to 7931 Engine Oil Pressure.
Detail as listed in CAAC approved maintenance capability list.
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Ji¥#24/FOR THE ADMINISTRATOR OF CAAC

5% 7 /SIGNATURE:
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XUE Shijun

HR 55 /POSITION:

Deputy Director General of FSD




